
SM2 : 2-Valve Manifolds

SM3 : 3-Valve Manifolds

SM5 : 5-Valve Manifolds

V : Horizontal Style (Remote Mounting)

VF : Horizontal Single Flange Style (Direct Mounting)

VDF : Horizontal Dual Flange Style (Direct Mounting)

VD : Vertical Style (Direct Mounting)

S : Superlok Female Tube Fitting

F : Female Pipe Thread

SS : 316 Stainless Steel

M40 : Alloy 400 (Monel)
Size (inch) 1/2

Designation 8

Size (inch) 1/2

Screwed NPT 8N
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Each valve on every manifold is factory tested with nitrogen gas.

The test is performed to a maximum allowable leak rate of 0.1scc/min.

2-,3-,and 5-valves Instrument manifolds valves. 

ressure Rating up to 6000psig (413bar) @ 100 (37 )

 Temperature up to 1200 (648 ) with optional Grafoil packing 

 All 316 stainless steel construction with packing

* Note
450 (232 ) with standard packing.
1200 (648 ) with Optional Grafoil packing.

Stainless steel Bar handle

stem packing adjustment.

Stem thread enhance cycle life.

thread to isolate from process.

Safety Back Seating seals 
in the fully open posion,

providing a secondary stem seal.

Variety of Stem Tips include
non-rotating Vee Tip(Standard)

3.2mm (0.125 in.)
  2-Valve Manifolds Block, Bleed Valve
  5-Valve Manifolds Equalizer, Bleed Valve

6.4mm (0.250 in.)
  3-Valve Manifolds Block, Equalizer Valve
  5-Valve Manifolds Block Valve

 Component Material Grade
1 Body SS316 / A276 or A479

2 Stem SS316 / A276 or A479

3 Vee Tip SS316 / A479

4 Bonnet SS316 / A276 / or A479

5
Grafoil (optional)

6 SS316 / A276 / or A479

7 Lock Nut SS316 / A276 / or A479

8 Handle Stainless Steel

9 Set Screw Stainless Steel

10 Stainless Steel

11 Wrench Bolt Stainless Steel

12 Spring Washer Stainless Steel

13 Stainless Steel

 Component SS 316
Packing Material PTFE Grafoil
Temperature( ) W

-65 (-53) to 100(37) 6000 (413) 6000 (413) 

 200 (93) 5160 (355) 5160 (355) 

250 (121) 4910 (338) 4910 (338) 

300 (148) 4660 (321) 4660 (321) 

350 (176) 4470 (307) 4470 (307) 

400 (204) 4280 (294) 4280 (294) 

450 (232) 4130 (284) 4130 (284) 

500 (260) - 3980 (274) 

550 (287) - 3870 (266) 

600 (315) - 3760 (259) 

650 (343) - 3700 (254) 

700 (371) - 3600 (248) 

750 (398) - 3520 (242) 

800 (426) - 3460 (235) 

850 (454) - 3380 (232) 

900 (482) - 3280 (225) 

950 (510) - 3220 (221) 

1000 (537) - 3030 (208) 

1050 (565) - 3000 (206) 

1100 (593) - 2685 (184) 

1150 (621) - 2285 (157) 

1200 (648) - 1715 (118) 
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Part Number
End Connections Weight Dimensions

Process Instrument Bleed A B C D E F G

SM2V

Part Number
End Connections Weight Dimensions

Process Instrument Bleed A B C D E F G

1 1

Part Number
End Connections Weight Dimensions

Process Instrument Bleed A B C D E F G H

408 Wimbledon Rd. Edmond, OK 73003 Phone: 405-509-2665 Fax: 866-239-1587/ / / /
26

©



Part Number
End Connections Weight Dimensions

Process Instrument A B C D E F G H

SM3V 33.5
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Part Number
End Connections Weight Dimensions

Process Instrument A B C D E F G H

SM3VDF Flange Flange 228.0 43.0 86.0 55.6 54.0 96.4 87.7 62.0

Part Number
End Connections Weight Dimensions

Process Instrument A B C D E F G H

SM3VD-F8N 1/2" Female NPT Flange 250.0 54.0 108.0 41.4 32.0 64.0 136.0 32.0
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Part Number
End Connections Weight Dimensions

Process Instrument Bleed A B C D E F G H

SM5V-F8N 1/2" Female NPT 1/4" Female NPT 228.0 32.0 86.0 31.0 24.0 86.0 85.9 33.5

Part Number
End Connections Weight Dimensions

Process Instrument Bleed A B C D E F G H

SM5VF-F8N 1/2" Female NPT Flange 1/4" Female NPT 228.0 38.0 86.0 24.0 54.0 108.0 69.0 31.8
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Part Number
End Connections Weight Dimensions (mm)

Process Instrument Bleed A B C D E F G H

SM5VDF Flange Flange 1/4" Female NPT 228.0 32.0 86.0 24.0 54.0 96.4 69.0 61.0

Part Number
End Connections Weight Dimensions (mm)

Process Instrument Bleed A B C D E F G H I

SM5VD-F8N 1/2" Female NPT Flange 1/4" Female NPT 312.0 54.0 102.0 41.4 138.0 158.0 148.0 76.2 32.0
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entri lange and ipe Nipple allow onne ion o lange - o - lange manifold o pro es
lange ap or pro e roo al es.
andard onne ion i emale N T 1/2 .

Con entri e entri o al lange ordering number Con entri o al lange emale N T 1/2 M - C - 8N
entri o al lange emale N T 1/2 M - - 8N

Dimension in millimeter (in hes) are or referen e only and are ubje o hange.

* Dimension in millimeter (in hes) are or referen e onl and are ubje o hange.

leed urge al e used o en o atmosphere and o assis in alibration.

Are offered in 1/4 3/8 and 1/2 in male N T izes.

or more information ee he U RL L D UR VAL atalog ( MT C )

Dimension in millimeter (in hes) are or referen e only and are ubje o hange.

Flange Bolt Part Number Hex Size
mm (in.)

Length
mm (in.)

Threads Bolt Material
Designator

15.87
(5/8)

Seal Material Ordering No. Temperature Rating
Viton -20 )

-65 )

Grafoil -65 )

Type Part Number Material
Pressure Rating 

@70  (20 ) 
psig (bar)

Temperature 
Rating

 ( )

Pressure Rating
@Max. temperature

A276
)

A108
)

A276
)

A108
)

Material Part Number SUPERLOK O.D Stright Male Thread

A276
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