
©

WWW.MAKO-PRODUCTS.NET



03

07

10
Diaphragm Valve

12 DV1 Series 

13 PDV1 Series

14 BDV1 Series

15 BPDV1 Series

16 HDV1 Series

Bellows Valve

17 BV1 Series

18 PBV1 Series

19 BV2 Series

20 PBV2 Series

21 BV3 Series

Check Valve

22 CV1 Series 

19
25 PR1 series

26 PR2 series



 Superlok - Mako Products          844-200-MAKO (6256)         www.mako-products.net



A

316L Stainless Steel

DM 316L Stainless Steel VAR

316L Stainless Steel

Nickel

B

Wall 

4 1/4 in. 6.35 mm 1.0 mm

6 3/8 in. 9.53 mm 1.0 mm

8 1/2 in. 12.7 mm 1.24 mm

12 3/4 in. 19.05 mm 1.65 mm

16 1 in. 25.4 mm 1.65 mm

R
U

A
SM

B
4

- C
- FG

D
6

-
-

E
P

C
R

E Elbow

RE

HE 45° Elbow

Tee

CR Cross

Tribow

FG

MG

C

BG

MWG

MU

MRU

BHU

TBW Connector

CG

FRU

RA

RB

ME Male Elbow

UE Union Elbow

Union Tee

UC Union Cross

BHMC

MC Male Connector

FC Female Connector

GR Gasket Retainer Assembly

Gasket

PG

CP Cap

PGC

High Flow TBW Connector

HBHC

WMC

WFC

WFU

Optional

Standard feature
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D
  6 6.35 mm

10 10 mm

19 19.05 mm

22 22.5 mm

23 23.3 mm

E

BA is standard. No part designator needed.

P EP

Leave Blank: Unplated gasket

SM8-FG6-P SM6-4-R19 SM16-T23

316L Stainless Steel 316L Stainless Steel 316L Stainless Steel

8 1/2 in 16 1 in.

FG R Tee

6 6.35 mm 19 19.05 mm 23 23.3 mm

P standard standard

DM4-4N-ME-P NI16-GT SM4-GR-SP 

DM 316L Stainless Steel VAR Nickel 316L Stainless Steel

16 1 in. 4 1/4 in.

ME Male Elbow Gasket GR Gasket Retainer

Not applicable Not applicable Not applicable

P standard
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Connector

Union Elbow

Union Tee

Union Cross

Gasket Retainer Assembly

Gasket

Cap

Micro 90° Elbow

Micro 45° Elbow

Micro Tee

Micro Cross

Micro Tribow

90° Elbow

Tee

Cross
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A
316 Stainless Steel

DM 316L Stainless Steel VAR

304 Stainless Steel

A
SM

B
50A

- C
- EL

-
-

D
P

B

4
1/4 in.  6.35 mm

1.00 mm

0.89 mm

6
3/8 in. 9.53 mm

1.00 mm

0.89 mm

8
1/2 in. 12.7 mm

1.24 mm

1.00 mm

12
3/4 in. 19.05 mm

1.65 mm

1.24 mm

16
1 in. 25.4 mm

1.65 mm

1.24 mm

20 1-1/4 in. 31.8 mm 1.65 mm

24 1-1/2 in. 38.1 mm 1.65 mm

32 2 in. 50.8 mm 1.65 mm

40 2-1/2 in. 63.5 mm 1.65 mm

48 3 in.  76.2 mm 1.65 mm

64 4 in.  101.6 mm 2.11 mm

80
5 in. 127 mm

2.77 mm

3.05 mm

96
6 in. 152.4 mm

2.77 mm

3.05 mm

B

Wall 

25A
25A 34.0 mm

SCH 5S 1.65 mm

SCH 10S 2.80 mm

32A
32A 42.7 mm

SCH 5S 1.65 mm

SCH 10S 2.80 mm

40A
40A 48.6 mm

SCH 5S 1.65 mm

SCH 10S 2.80 mm

50A
50A 60.5 mm

SCH 5S 1.65 mm

SCH 10S 2.80 mm

65A
65A 76.3 mm

SCH 5S 2.10 mm

SCH 10S 3.00 mm

80A
80A 89.1 mm

SCH 5S 2.10 mm

SCH 10S 3.00 mm

100A
100A 114.3 mm

SCH 5S 2.10 mm

SCH 10S 3.00 mm

125A
125A 139.8 mm

SCH 5S 2.80 mm

SCH 10S 3.40 mm

150A
150A 165.2 mm

SCH 5S 2.80 mm

SCH 10S 3.40 mm

200A
200A 216.3 mm

SCH 5S 2.80 mm

SCH 10S 4.00 mm

250A
250A 267.4 mm

SCH 5S 3.40 mm

SCH 10S 4.00 mm

300A
300A 318.5 mm

SCH 5S 4.00 mm

SCH 10S 4.50 mm

350A
350A 355.6 mm

SCH 5S 4.00 mm

SCH 10S 4.80 mm

400A
400A 406.4 mm

SCH 5S 4.20 mm

SCH 10S 4.80 mm

450A
450A 457.2 mm

SCH 5S 4.20 mm

SCH 10S 5.50 mm

500A
500A 508.0 mm

SCH 5S 4.80 mm

SCH 10S 5.50 mm

550A
550A 558.8 mm

SCH 5S 4.80 mm
SCH 10S 5.50 mm

Wall 

8A
8A 13.8 mm

SCH 5S 1.20 mm

SCH 10S 1.65 mm

10A
10A 17.3 mm

SCH 5S 1.20 mm

SCH 10S 1.65 mm

15A
15A 21.7 mm

SCH 5S 1.65 mm

SCH 10S 2.10 mm

20A
20A 27.2 mm

SCH 5S 1.65 mm
SCH 10S 2.80 mm

Optional

Standard feature

 Superlok - Mako Products          844-200-MAKO (6256)         www.mako-products.net8



C
90° Long Elbow
90° Short Elbow
45° Long Elbow

RC
RE
CP Cap
CPR

JRM
JRF
JCPM
JCPF

Lap Joint Flange
FRF RF Flange
FB

Lap Joint

D
BA is standard. No part designator needed.

P EP
MP MP
AP AP

SM50AS-EL-P DM16S-EL
316L Stainless Steel DM 316L Stainless Steel VAR

SCH10S. 50A JIS Pipe
90° Long Elbow 90° Long Elbow

P standard

4SS12-ES-AP SM12S-ES-P
304 Stainless Steel 316L Stainless Steel

12
90° Short Elbow 90° Short Elbow

AP P

DM16-12-CPR-P SM50A-16-CPR
DM 316L Stainless Steel VAR 316L Stainless Steel

 
CPR CPR

P standard

SM50A-20A-RTL DM25A-16-RTL-P
316L Stainless Steel DM 316L Stainless Steel VAR

25A JIS 
  

standard P

4SS50A-4-TMH-MP DM32-8-TMH
304 Stainless Steel DM 316L Stainless Steel VAR

 

MP standard

90° Long Elbow

90° Short Elbow

45° Long Elbow

Cap

Lap Joint Flange

RF Flange

Lap Joint

 Superlok - Mako Products          844-200-MAKO (6256)         www.mako-products.net 9



 Superlok - Mako Products          844-200-MAKO (6256)         www.mako-products.net



 Superlok - Mako Products          844-200-MAKO (6256)         www.mako-products.net

Diaphragm Valves

G
Add a seat material designator as needed. 
No designator is required for standard seat materials.

PA PFA

H
BA is standard. No part designator needed.

P EP
MP MP
AP AP

F
See Flow Paths for the figures on page 27.

1F23 2F13
1F35 5F1

D
VM BVC Male
VF BVC Female

Lok

VMXVF
FE Flange

C
Add an operation method designator for Pneumatic Valves.

C
O Normally Open

A
316L Stainless Steel

DM 316L Stainless Steel VAR
304 Stainless Steel

13 SCS 13
16 SCS 16

B

DV1
PDV1
BDV1
BPDV1
HDV1

BV1
PBV1
BV2
PBV2
BV3

CV1 Check Valve

A B D EC -
SM BPDV1 VF 4C -

- - -
- - -

F G H
1F23 PA P

E

Wall 

25A
25A 34.0 mm

SCH 5S 1.65 mm
SCH 10S 2.80 mm

32A
32A 42.7 mm

SCH 5S 1.65 mm
SCH 10S 2.80 mm

40A
40A 48.6 mm

SCH 5S 1.65 mm
SCH 10S 2.80 mm

50A
50A 60.5 mm

SCH 5S 1.65 mm
SCH 10S 2.80 mm

65A
65A 76.3 mm

SCH 5S 2.10 mm
SCH 10S 3.00 mm

80A
80A 89.1 mm

SCH 5S 2.10 mm
SCH 10S 3.00 mm

100A
100A 114.3 mm

SCH 5S 2.10 mm
SCH 10S 3.00 mm

125A
125A 139.8 mm

SCH 5S 2.80 mm

SCH 10S
3.40 mm

150A
150A 165.2 mm

SCH 5S 2.80 mm
SCH 10S 3.40 mm

200A
200A 216.3 mm

SCH 5S 2.80 mm
SCH 10S 4.00 mm

250A
250A 267.4 mm

SCH 5S 3.40 mm
SCH 10S 4.00 mm

300A
300A 318.5 mm

SCH 5S 4.00 mm
SCH 10S 4.50 mm

350A
350A 355.6 mm

SCH 5S 4.00 mm
SCH 10S 4.80 mm

400A
400A 406.4 mm

SCH 5S 4.20 mm
SCH 10S 4.80 mm

450A
450A 457.2 mm

SCH 5S 4.20 mm
SCH 10S 5.50 mm

500A
500A 508.0 mm

SCH 5S 4.80 mm
SCH 10S 5.50 mm

550A
550A 558.8 mm

SCH 5S 4.80 mm
SCH 10S 5.50 mmE

4 1/4 in.  6.35 mm 1.00 mm
6 3/8 in. 9.53 mm 1.00 mm
8 1/2 in. 12.7 mm 1.24 mm

12 3/4 in. 19.05 mm 1.65 mm
16 1 in. 25.4 mm 1.65 mm
64 4 in.  101.6 mm 2.11 mm

Wall 

15A
15A 21.7 mm

SCH 5S 1.65 mm
SCH 10S 2.10 mm

20A
20A 27.2 mm

SCH 5S 1.65 mm
SCH 10S 2.80 mm

Optional

Standard feature
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Diaphragm Valves

Size 1/4" 3/8", 1/2" 3/4"

Cv Value 0.3 0.7 0.7

Ori�ce Size 4.5mm 7.0mm 7.0mm

Max. Working Pressure 10 bar (145 psig)

Working Temperature PCTFE:  -10~80°C (14~176°F)   /   PFA, PI: -10~150°C (14~302°F)

Internal Leakage Allowance (He) -9

External Leakage Allowance (He) -9

Particle Inspection (EP Only)
No Count

No. Component Material

1 Body

2 PCTFE (standard)  /  PFA  /  PI 

3 Diaphragm Ni-Co Alloy

4 Handle Aluminium

SMDV1-S8 SMDV1-VM4-PA-P
316L Stainless Steel 316L Stainless Steel

DV1 DV1 series DV1 DV1 series
Omit for Manual Valves Omit for Manual Valves

Lok VM BVC Male 
8 1/2” 4 1/4”

Omit for DV1 series Omit for DV1 series
PCTFE (standard PA PFA

standard P
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Diaphragm Valves

Size 1/4" 3/8", 1/2" 3/4"

Cv Value 0.3 0.7 0.7

Ori�ce Size 4.5mm 7.0mm 7.0mm

Max. Working Pressure 10 bar (145 psig)

Operating Pressure 0.4~0.6 MPa (58~87 psig)

Working Temperature PCTFE:  -10~80°C (14~176°F)   /   PFA, PI: -10~150°C (14~302°F)

Internal Leakage Allowance (He) -9

External Leakage Allowance (He) -9

Particle Inspection (EP Only)
No Count

No. Component Material

1 Body

2 PCTFE (standard)  /  PFA  /  PI 

3 Diaphragm Ni-Co Alloy

4 Aluminium

DMPDV1O-TW8 SMPDV1C-VM4-PA-P
DM 316L Stainless Steel VAR 316L Stainless Steel

PDV1 PDV1 series PDV1 PDV1 series
O Normally Open C

VM BVC Male
8 1/2” 4 1/4”

Omit for PDV1 series Omit for PDV1 series
PCTFE (standard PA PFA

standard P
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Diaphragm Valves

Size 1/4" 1/2"

Cv Value 0.3 0.7

Ori�ce Size 4.5mm 7.0mm

Max. Working Pressure 10 bar (145 psig)

Working Temperature PCTFE:  -10~80°C (14~176°F)   /   PFA, PI: -10~150°C (14~302°F)

Internal Leakage Allowance (He) -9

External Leakage Allowance (He) -9

Particle Inspection (EP Only)
No Count

No. Component Material

1 Body

2 PCTFE (standard)  /  PFA  /  PI 

3 Diaphragm Ni-Co Alloy

4 Handle Aluminium

 NOTE: See Flow Paths on page 27.

SMBDV1-VM4-1F23-PA-P DMBDV1-VF8-2F13-P
316L Stainless Steel DM 316L Stainless Steel VAR

BDV1 BDV1 series BDV1 BDV1 series
Omit for Manual Valves Omit for Manual Valves

VM BVC Male VF BVC Female
4 1/4” 8 1/2”

1F23 Fig.A of , page 27 2F13 Fig.C of , page 27
PA PFA PCTFE (standard
P P
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Diaphragm Valves

 NOTE: See Flow Paths on page 27.

Size 1/4" 1/2"

Cv Value 0.3 0.7

Ori�ce Size 4.5mm 7.0mm

Max. Working Pressure 10 bar (145 psig)

Working Temperature PCTFE:  -10~80°C (14~176°F)   /   PFA, PI: -10~150°C (14~302°F)

Internal Leakage Allowance (He) -9

External Leakage Allowance (He) -9

Particle Inspection (EP Only)
No Count

No. Component Material

1 Body

2 PCTFE (standard)  /  PFA  /  PI 

3 Diaphragm Ni-Co Alloy

4 Aluminium

SMBPDV1C-VF4-1F23-PA-P DMBPDV1O-VM8-5F13
316L Stainless Steel DM 316L Stainless Steel VAR

BPDV1 BPDV1 series BPDV1 BPDV1 series
C O Normally Open

VF BVC Female VM BVC Male 
4 1/4” 8 1/2”

1F23 Fig.A of , page 27 5F13 Fig.D of , page 27
PA PFA PCTFE (standard
P standard
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Diaphragm Valves

No. Component Material

1 Body

2 PCTFE ( standard )

3 Diaphragm Ni-Co Alloy

4 Handle Aluminium

Size 1/4”

Cv Value 0.1

Ori�ce Size 2.4 mm

Max. Working Pressure 210 bar (3,045 psig)

Working Temperature

Internal Leakage Allowance (He) -9

External Leakage Allowance (He) -9

Particle Inspection (EP Only)
No Count

SMHDV1-VF4-P DMHDV1-VM4-P
316L Stainless Steel DM 316L Stainless Steel VAR

HDV1 HDV1 series HDV1 HDV1 series
Omit for Manual Valves Omit for Manual Valves

VF BVC Female VM BVC Male
4 1/4” 4 1/4”

Omit for HDV1 series Omit for HDV1 series
PCTFE (standard PCTFE (standard

P P
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Bellows Valves

No. Component Material

1 Body

2 PCTFE  (standard )  /  PI

3 Bellows

4 Handle Aluminium

Size 1/4" 3/8", 1/2" 3/4"

Cv Value 0.36 1.1 2.6

Ori�ce Size 4.5mm 8.0mm 12mm

Max. Working Pressure 10 bar (145 psig)

Operating Pressure 0.4 ~ 0.6Mpa (58 ~ 87psig)

Working Temperature PCTFE:  -10~80°C (14~176°F)   /   PI: -10~150°C (14~302°F)

Internal Leakage Allowance (He) -9

External Leakage Allowance (He) -9

Particle Inspection (EP Only)
No Count

4SSBV1-VM4-AP SMBV1-S8-P
304 Stainless Steel 316L Stainless Steel 

BV1 BV1 series BV1 BV1 series
Omit for Manual Valves Omit for Manual Valves

VM BVC Male Lok
4 1/4” 8 1/2”

Omit for BV1 series Omit for BV1 series
PCTFE (standard PCTFE (standard

AP P
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Bellows Valves

No. Component Material

1 Body

2 PCTFE  (standard )  /  PI

3 Bellows

4 Aluminium

Size 1/4" 3/8", 1/2"

Cv Value 0.36 1.1

Ori�ce Size 4.5mm 8.0mm

Max. Working Pressure 10 bar (145 psig)

Operating Pressure 0.4~0.6 MPa (58~87 psig)

Working Temperature PCTFE:  -10~80°C (14~176°F)   /   PI: -10~150°C (14~302°F)

Internal Leakage Allowance (He) -9

External Leakage Allowance (He) -9

Particle Inspection (EP Only)
No Count

SMPBV1C-VM4-PI-P 4SSPBV1O-TW6-AP
316L Stainless Steel 304 Stainless Steel

PBV1 PBV1 series PBV1 PBV1 series
C O Normally Open

VM BVC Male
4 1/4” 6 3/8”

Omit for PBV1 series Omit for PBV1 series
PCTFE (standard

P AP
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Bellows Valves

BV2 

No. Component

1 Body

2

3 Bellows

4 Handle

Material

PTFE ( standard )

25

Size 15A 1" 20A 25A 32A 40A 2" 50A

Cv Value 2.9 4.1 4.1 6.9 16 16 16 21

Ori�ce Size 15mm 19mm 19mm 25mm 40mm 40mm 40mm 45mm

Max. Working Pressure 10 bar (145 psig)

Working Temperature  -10~80°C (14~176°F)

Internal Leakage Allowance (He) -5

External Leakage Allowance (He) -5

Particle Inspection (EP Only)
No Count

SMBV2-FE32A 4SSBV2-TW50A-AP
316L Stainless Steel 304 Stainless Steel

BV2 BV2 series BV2 BV2 series
Omit for Manual Valves Omit for Manual Valves

FE Flange
32A 32A 50A SCH5S, 50A

Omit for BV2 series Omit for BV2 series
PTFE (standard PTFE (standard

standard AP
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Bellows Valves

No. Component Material

1 Body

2 PTFE ( standard )

3 Bellows

4 Aluminium

Size 15A 1" 20A 25A 32A 40A 2" 50A

Cv Value 2.9 4.1 4.1 6.9 16 16 16 21

Ori�ce Size 15mm 19mm 19mm 25mm 40mm 40mm 40mm 45mm

Max. Working Pressure 10 bar (145 psig)

Working Temperature  -10~80°C (14~176°F)

Internal Leakage Allowance (He) -5

External Leakage Allowance (He) -5

Particle Inspection (EP Only)
No Count

SMPBV2C-FE25A-P 4SSPBV2C-TW32A-AP
316L Stainless Steel 304 Stainless Steel

PBV2 PBV2 series PBV2 PBV2 series
C C
FE Flange

25A 25A 32A SCH5S, 32A
Omit for PBV2 series Omit for PBV2 series

PTFE (standard PTFE (standard
P AP
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Bellows Valves

No. Component Material

1 Body

2 PTFE (standard)

3 Bellows

4 Handle

Size 65A 80A 100A 125A 150A 200A 250A 300A 350A 400A 450A 500A 550A

Cv Value 81 132 200 302 434 772 1200 1600 2000 2650 3100 3400 3400

Ori�ce Size 65 80 100 124 148 200 250 300 350 400 440 490 490

Max. Working Pressure 10 bar (145 psig)

Working Temperature  -10~80°C (14~176°F)

Internal Leakage Allowance (He) -5

External Leakage Allowance (He) -5

Particle Inspection (EP Only)
No Count

13BV3-FE500A-AP 16BV3-TW400A-P
13 SCS13 16 SCS16

BV3 BV3 series BV3 BV3 series
Omit for Manual Valves Omit for Manual Valves

FE Flange
500A 500A 400A SCH5S, 400A

Omit for BV3 series Omit for BV3 series
PTFE (standard PTFE (standard

AP P
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Bellows Valves

Size 1/4" 3/8", 1/2"

Cv Value 0.55 0.7

Max. Working Pressure 206 bar (3000 psig)

Nominal Reseal Pressure 0.276 bar (4 psig)

Nominal Cracking Pressure 0.138 bar (2 psig)

Working Temp.  -10~80°C (14~176°F)

External Leakage Allowance (He) -9

Particle Inspection (EP Only)

No. Component Material

1 Body

2

3

SMCV1-VM4-P DMCV1-TW8
316L Stainless Steel DM 316L Stainless Steel VAR

CV1 CV1 series CV1 CV1 series
Omit for Manual Valves Omit for Manual Valves

VM BVC Male
4 1/4” 8 1/2”

Omit for CV1 series Omit for CV1 series
Omit for CV1 series Omit for CV1 series

P standard
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Regulators

  

A
316L Stainless steel 

DM 316L Stainless steel VAR

B
PR1

PR2

E
06  

10

35

F
03 30 psig  (

06 60 psig  (

10 100 psig (

15 150 psig (

25 250 psig (

C
VM BVC Male

VF BVC Female

Lok

G
Leave Blank: regulator without gauge.

06 600 Psig

10 1000 psig

35 3500 psig

40 4000 psig

H
See Gauge Port Configuration for the figures on page 27

A

B

C

D

J
BA is standard. No part designator needed.

P EP

03 0 ~ 30 psig

06 0 ~ 60 psig

10 0 ~ 100 psig

16 0 ~ 160 psig

20 0 ~ 200 psig

30 0 ~ 300 psig

A C ED FB H I--
SM VF 064 03PR1 C 03--

- -
- -

G J
06 P

D

4 1/4 in.  6.35 mm 1.00 mm

6 3/8 in. 9.53 mm 1.00 mm

8 1/2 in. 12.7 mm 1.24 mm

Optional

Standard feature
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Regulators

NOTE: See Gauge Port Configurations on page 27.

Size 1/4"

Cv Value 0.2

Surface �nish (Ra)

Max. rated inlet pressure 600, 1000, 3500 psig (41.4, 69, 241 bar)

Outlet pressure ranges 30, 60, 100, 150, 250 psig (2.1, 4.1, 6.9, 10.3, 17.3 bar) 

Design proof pressure

Max. Working Temperature PCTFE:  -26~80°C (-15~176°F)   /   PFA, PI: -26~150°C (-15~302°F)

Leakage Allowance (He) -9

Particle Inspection (EP Only)

No. Component Material

1 Body

2

3

4

5 PCTFE (standard)  /  PFA  /  PI

6 Diaphragm Ni-Co Alloy

DMPR1-VF4-0603-B03 DMPR1-VM4-1010-10C16-P
DM 316L Stainless Steel VAR DM 316L Stainless Steel VAR
PR1 PR1 series PR1 PR1 series
VF BVC Female VM BVC Male
4 1/4” 4 1/4”

06 10
03 10

10 1000 psig

B Fig.B of , page 27 C Fig.C of , page 27

03 0~30 psig 16 0~160 psig
standard P
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Regulators

No. Component Material

1 Body

2

3

4

5 PCTFE (standard)  /  PFA  /  PI

6 Diaphragm Ni-Co Alloy

DMPR2-VM8-3525-40C-30-P SMPR2-S8-0603-A
DM 316L Stainless Steel VAR 316L Stainless Steel
PR2 PR2 series PR2 PR2 series
VM BVC Male Lok

8 1/2” 8 1/2”
35 06
25 03
40 4000 psig

C Fig.C of , page 27 A Fig.A of , page 27

30 0~30 psig
P standard

Size 1/2"

Cv Value 0.5

Surface �nish (Ra)

Max. rated inlet pressure 600, 1000, 3500 psig (41.4, 69, 241 bar)

Outlet pressure ranges 30, 60, 100, 150, 250 psig (2.1, 4.1, 6.9, 10.3, 17.3 bar)

Design proof pressure

Max. Working Temperature PCTFE:  -26~80°C (-15~176°F)   /   PFA, PI: -26~150°C (-15~302°F)

Leakage Allowance (He) -9

Particle Inspection (EP Only)

NOTE: See Gauge Port Configurations on page 27.
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Figure A  | 1F23

Figure A

Figure C

Figure B

Figure D

Figure B  |  1F35 Figure C  |  2F13 Figure D  |  5F13
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Valve Series
Ultra High Purity (UHP) Valves

Instrumentation Ball Valves

Ball Valves

Needle Valves 

Check Valves

High Pressure Valves

Cryogenic Valves

Block & Bleed Valves

Globe Valves 

Gate Valves 

Fitting Series
Ultra High Purity (UHP) Fittings

SUPERLOK Tube Fittings

Bite Type Tube Fittings

High Pressure Fittings

37° Flared Tube Fittings

Instrument Thread Fittings

O-ring Face Seal Fittings

Electric Division
SEMS (Smart-eye Energy Management System)

MCPD (Molded Case Power Distributor)

Switchboard & Distribution Board

UHP Tubing
Fractional & Metric Sizes

i-Fittings (built-in gap gauge innovation) 

©

For more information, visit our website - www.mako-products.net

You can also reach Mako Products at 844-200-MAKO (6256)
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Tube �tting failures are the result of over tightening or under tightening during installation. Fitting 
manufacturers require tube �ttings to  be checked with a gap gauge tool after installation to 
con�rm the connection is tightened accoding to speci�cations. In reality, workers often fail to use 
gap gauges in applications resulting in questionable and potentially unsafe connections. 

    has created the world’s safest tube �ttings and valves by designing a built-in gap 
gauge on each compression �tting and valve. As a �tting is tightened, the red, gap gauge rings pop 
o� at the point of perfect compression. This revolutionary innovation eliminates the human error 
factor and provides a safer, leak-free working environment.

Exclusive US Source


